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Fire Safety Inspection Report

Introduction:

RSBIndustrial Ltd (Extension)complexwassurveyedfor fire safetyon 12-10-2023by the RSCinspectionTeam.Thepurposeof the surveywas

to identify significantfire safetyissuesand to providerecommendationsfor remediationbasedon applicablestandardsspecifiedby the RSC.

Thescopeof this initial fire safety inspectionwas limited to the review and identification of major fire safety issues.Theinspectiondid not

include identification of minor deficiencies, which will be further addressed as part of follow-up inspections. 

Limitations

The information in this fire safety inspection report was obtained during a visit to the facility and during interviews with local factory

management.It hasnot beenpossibleto provide independentverificationfor all the information and data collected,and, therefore, TheRSC

cannot accept general responsibility for omissions or errors arising from inaccuracies in this report from the information obtained. 

Thefindingsand recommendationsin this report are not intended to imply, guarantee,ensureor warrant compliancewith any government

regulations.Additionally,the resultsdo not imply in anywaythat compliancewith the findingsor recommendationsasstatedin this report will

eliminate all hazards,risksor exposuresor that hazards,risksor exposuresnot referred to in this report do not exist. Compliancewith the

findings and recommendationsstated in this report does not relieve the factory owner from obligation to comply with specificproject

requirements, industry standards, or the provisions of any local government regulations.
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(iii) R.S.B Building No. 04 

(ii) R.S.B Building No. 03

The structure is a five-storied (G+4) reinforced concrete (RC) building. The structure was constructed between March 2020 and December 2021. 

This structure has been occupied since April 2022. The design approved by BEPZA dated June 2020. The typical floor area is approx. 1627 square 

meters.

The structure is a two storied RC building. The store portion at ground floor comprises two layers made of steel; upper deck and lower portion. 

The upper deck portion is more than one-third of the floor creating another floor. The structure was constructed between July 2007 and June 

2008. This structure has been occupied since May 2009. The design approved by BEPZA dated June 2007.  The ground floor area of the building 

is approximately 883 square meters and the first floor is approximately 539 square meters.

There are Four (8) structures under this ID among which three (3) is main production building and Five (5) ancillaries structures. The name of 

the structures are (i) R.S.B Building no. 02 (ii) R.S.B Building No. 03 (iii) R.S.B Building No. 04 (iv) Generator Shed: 02 (v) Utility Building: 02 (vi) 

Fire Hydrant pump room (vii) Chemical room (viii) Security and Fire Detection Room

(i) R.S.B Building no. 02

The structure is a four storied building. First two floors are reinforced concrete (RC) structure and above two floors are steel structure. The 

structure is a four storied building. The first phase of the structure was constructed between January 1993 and December 1993 and the second 

phase was constructed on 2012. The structure has been occupied since April 1994. The design approved by BEPZA dated March 2012 (Second 

Phase). The floor area of the building is approximately 836 square meters.

The information in this fire safety inspection report was obtained during a visit to the facility and during interviews with local factory

management.It hasnot beenpossibleto provide independentverificationfor all the information and data collected,and, therefore, TheRSC

cannot accept general responsibility for omissions or errors arising from inaccuracies in this report from the information obtained. 

Thefindingsand recommendationsin this report are not intended to imply, guarantee,ensureor warrant compliancewith any government

regulations.Additionally,the resultsdo not imply in anywaythat compliancewith the findingsor recommendationsasstatedin this report will

eliminate all hazards,risksor exposuresor that hazards,risksor exposuresnot referred to in this report do not exist. Compliancewith the

findings and recommendationsstated in this report does not relieve the factory owner from obligation to comply with specificproject

requirements, industry standards, or the provisions of any local government regulations.

General Factory Information

Main production buildings
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Name: Moumita Das Name: Depunshu Das Gupta
Designation: Factory Chief Designation: Sr. Executive (Compliance)
Phone Number: 01768219652 Contact No: +8801911-507711

E-mail: moumitadas@rsiapparel.com Email: depunshu@rsiapparel.com

Factory Address: Plot#32-34, Sector#4, Chattogram Export Procession Zone (CEPZ), Chattogram

Points of contact:

(vi) Fire Hydrant pump room (Construction Start: March-2020 and Construction End:  December-2021, Occupied: April'2022)

(vii) Chemical room (Construction Start: March-2020 and Construction End: December-2021, Occupied:  April-2022)

Ancillaries Buildings

(iv) Generator Shed: 02 (Construction Start: Dec 2021  Construction End: January'2022, Occupied: April' 2022)

(v) Utility Building: 02 (Construction Start: March-2020 and Construction End: December-2021, Occupied: April-2022)
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Findings & Recommendations :

Table-1 summarizes the major fire safety issues identified at R.S.B Building No. 02, Generator Shed: 02,  Fire Hydrant pump room and Chemical 

room the during the inspection. 

Table-2 summarizes the major fire safety issues identified at R.S.B Building No. 03 and Utility Building: 02 the during the inspection. 

Table-3 summarizes the major fire safety issues identified at R.S.B Building No. 04 the during the inspection. 

Recommendations have been provided to address each issue. An implementation schedule shall be developed by the factory to remediate each of the 

findings. The specific timing of improvements, including any requested extensions due to design / installation constraints, shall be submitted to the 

RSC for review.
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F-01
Fire Rated 

Construction

The exit stairs are not separated from other 

spaces on each floor by fire-rated construction.

Stair shall be enclosed with a minimum 2-hr fire-rated 

construction. Seal all unprotected openings and provide 

minimum 1.5-hr fire rated doors to separate the exit stairs from 

work areas and other building spaces on all floor levels.  

Penetrations into and through an exit enclosure shall be 

prohibited with the exception of required exit doors, sprinkler 

piping, standpipes, electrical raceway for fire alarm equipment, 

and electrical conduit serving the exit enclosure.

Ensure that the fire doors are self-closing, positive latching and 

that they are provided with fire exit (panic) hardware where 

serving production floors. If fire doors are required to be held 

open for functional reasons, provide automatic-closing devices 

tied to the fire alarm system.

Within 3 months

Table-1:

Sl No. Category Findings Required Action
Remediation Time 

Frame
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F-02
Fire Rated 

Construction

Generator room is not properly separated by fire 

rated construction with R.S.B Building No. 03 and 

R.S.B Building No. 04. 

Generator room shall be separated from other 

occupancies by a minimum 2-hr fire rated 

construction (wall, floor, slab etc.). Seal all 

penetrations and openings (door, window etc.)  

should be protected by 1.5-hr fire rated 

materials to maintain the fire separation if 

required. All exhaust systems shall discharge to 

the exterior of the building in a safe location.

Or

Relocate it to exterior of the building and 

maintain a minimum 3m (10 ft.) spatial 

separation distance  from the building.

Within 3 months
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F-03
Fire Rated 

Construction

Storage room/areas discharges directly into the 

exit stair enclosure.

Openings from exit enclosure to storage room, 

generator and transformer spaces shall be 

provided with a vestibule with fire rated 

construction and openings.

Within 3 months
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F-04 Means of Egress

The exit courts serving the exit stair: 02 is less 

than 10 ft wide and is not separated from the 

wastage store.

Egress courts less than 3050 mm (10 ft) in width 

(as measured from the building and the adjacent 

property line) shall be provided with walls having 

ŀ мππƘǊ ŦƛǊŜ ǊŜǎƛǎǘŀƴŎŜ ǊŀǘŜŘ ŎƻƴǎǘǊǳŎǘƛƻƴ ŦƻǊ ŀ 

distance of 3050 mm (10 ft) above the floor of 

the court.

Within 3 months
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