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ELECTRICAL SAFETY INSPECTION REPORT 

REMI HOLDINGS LIMITED 

Plot # 244-245, 250 & 251, Adamjee EPZ, Narayanganj, Dhaka 
Google coordinate (23.681050, 90.517670) 

 

Factory List:  

  

  

 

Inspected by  : Shahin Azad & Rebeka Sultana 
Report Generated by : Rebeka Sultana 

 

Inspected on : June 22, 2016 
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SUMMARY 

The Factory was surveyed for electrical safety by Stichting Bangladesh Accord Foundation. The 

purpose of the survey was to identify significant electrical safety issues and to provide 

recommendations for remediation based on applicable standards specified by the Accord.  

Electrical Safety Audit is a methodical approach to evaluate potential electrical hazards and to 

recommend suggestions for improvement. The scope of this initial electrical safety inspection 

was limited to the review and identification of major electrical safety issues. The inspection did 

not include identification of minor deficiencies, which would be further dealt with as part of follow-

up inspections. 

The findings and recommendations in this report are not intended to imply, guarantee, ensure 

or warrant compliance with any government regulations. Additionally, the results do not imply in 

any way that compliance with the findings or recommendations as stated in this report will 

eliminate all risks or exposures not referred to in this report do not exist. Compliance with the 

findings and recommendations stated in this report does not relieve the factory owner from 

obligation to comply with specific project requirements, industry standards, or the provisions of 

any local government regulations. 

 

Remi Holding Limited was established in its 2 story (G +1) and two mezzanines floors. Right at 

this moment whole factory building is producing garments; as reported by the Factory 

Management, the building was constructed in early 2014 by Bitopi Group (owner company of 

this factory) and the production began in October 2015. During the time of the Inspection, the 

factory accommodated a total of approx. 1305 workers working on regular basis. 

  

The two storied (G+1) i.e. factory building is 57 feet tall and has a total floor area of approx. 

274,743 sqft.  
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1. FINDINGS AND RECOMMENDATIONS 

The table below summarizes the major electrical hazards identified during the walk 

through inspection. Recommendations have been provided to each finding. 

The implementation schedule shall be developed by the factory to remediate each 

of the findings. The specific timing of improvements, including any requested 

extensions due to design / installation constraints, shall be submitted to the Accord 

for an approval. 

 
 

FINDING 
NO: 

E - 1 
 

 

CATEGORY:  DOCUMENTATION 

FINDING: 

Thermography survey record is unavailable. 

RECOMMENDATION: 

Thermography survey record for entire 
electrical system is needed to be conducted 
and recorded bi-annually (at least twice in a 
year). 

PRIORITY: P2 

REMEDIATION TIME FRAME: 2 MONTHS 
 

 

 

FINDING 
NO: 

E - 2 

 

CATEGORY:  
LIGHTNING PROTECTION 
SYSTEM 

FINDING: 

Lightning Protection System(LPS) has not 
installed yet. 

RECOMMENDATION: 

Factory Building has to be protected from 
outside lightning by installing Lightning 
Protection System.  

PRIORITY: P1 

REMEDIATION TIME FRAME: 3 MONTHS 
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FINDING 
NO: 

E - 3 

 

CATEGORY:  WIRING SYSTEM 

FINDING: 

Store/warehouse room has no/insufficient 
illumination 

RECOMMENDATION: 

Store room must have adequate illumination 
(use electrical connection through secure path 
e.g. GI steel pipe and you may keep switch 
outside of the room; ensure minimum 150 lux 
inside the room). 

PRIORITY: P2 

REMEDIATION TIME FRAME: 2 MONTHS 
 

 

FINDING 
NO: 

E - 5 

 

CATEGORY:  SUBSTATION ROOM 

FINDING: 

Transformer and LT panel room has 
inadequate ventilation 

RECOMMENDATION: 

Ensure adequate ventilation (you may do 
cross ventilation) in sub-station (transformer 
and LT panel) room including transformer 
room.  

PRIORITY: P2 

REMEDIATION TIME FRAME: 2 MONTHS 
 

FINDING 
NO: 

E - 6 

 

CATEGORY:  CABLE & CABLE SUPPORTS 

FINDING: 

Outside cable duct is left open. 

RECOMMENDATION: 

Outside cable ducts must be covered to avoid 
seasonal affect.  

PRIORITY: P2 

REMEDIATION TIME FRAME: 3 MONTHS 
 


